ACME 4-SPINDLE AUTOMAT

CS

RISER or| _ BLADES
CAPACITY/MODEL | POSTTION | HOLDER | POST | " o0 2 b e e
7/8-RA 1 |X®BA-CL| 379 | N/R | P-3
1'—RA 2 |XBACL| 380 | N/R | P3|

5 |xwea-cL| 380 | N/R | P-3
4 |xwea-cL| 379 | 379 | P-3
1 3/8-RA, RAS T | 351-CL | 9-H | W-3 | P-3
1 5/8-RA, RAS 2 | 3BICL | 4-RH | W-2 | P3|
2'—RAS 5 | 381-CL| 3-H | W-7 | P-3
4 | 351-0L| 4-RH | W-6 | P-3
2"—RA
2 1/4-RA 1 | 384—CL| 9-H | w-1 | P-
2 5/8-RA, RB 2 | 384—CL| 10-RH | W-2 | P-
3 1/2-RA, RB 11/8
4 3/4—RA, RB 3 384—CL 9—LH W—1 -
5'—RA, RB 4 | 384-CL| 10-RH | W-2 | P-
5 1/8-RA, RB

ACME 6-SPINDLE AUTOMAT

CS

RISER or LADES
CAPACITY /MODEL POSITION | HOLDER POST WEDGE SERIES HEIGHT
7/16—RA 1 X—18 36W N/R P—1
2 X—18 36W N/R P—1
3 X—18 36W 36W P—1
4 X—18 36W N/R P—1 1/2
5 394WT N/R N/R P—1
5SS X—18 36W 36W P—1
6 X—18 36W 36W P—1
9/16—RA 1 X—18A 381 N/R P—3
9/16—RAN 2DD X—18A 381 N/R P—3
5/8-RN 2SS X—18A 381 N/R P—3
1"—RA 3 X—18A 381 N/R P-3
1"—RAN 4 X—18A 381 N/R P—=3 | 11/16
5 351 * N/R N/R P—3
5SS X—18A 381 N/R P—3
5DD X—18A 381 381 P—3
6 X—18A 381 381 P—3

HOLDER 383 WITH P—5 SERIES BLADES MAY BE USED IN PLACE OF HOLDER 384
HOLDER 350 WITH P—1 SERIES BLADES MAY BE USED IN PLACE OF HOLDER 351
HOLDER X18 WITH P—1 SERIES BLADES MAY BE USED IN PLACE OF HOLDER X18A
SS SHELF SLIDE DD—DOUBLE DECK

* LUERS DESIGN ONLY FOR 5/8-RN MACHINE



